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SECTION 02 41 10 

DEMOLITION AND SITE CLEARING 

 

PART 1 - GENERAL  

1.1 DESCRIPTION 

 This section specifies all site preparation work, demolition and removal 

of utilities, pavement and other structures.  

1.2 RELATED WORK 

A. Demolition and removal of roads, walks, curbs, and on-grade slabs 

Section 31 20 00, EARTH MOVING. 

B. Disconnecting utility services prior to demolition: Section 01 00 00, 

GENERAL REQUIREMENTS. 

C. Environmental Protection: Section 01 57 19, TEMPORARY ENVIRONMENTAL 

CONTROLS. 

D. Section 01 74 19 CONSTRUCTION WASTE MANAGEMENT 

1.3 PROTECTION 

A. Perform demolition in such manner as to eliminate hazards to persons and 

property; to minimize interference with use of adjacent areas, utilities 

and structures or interruption of use of such utilities; and to provide 

free passage to and from such adjacent areas.  

B. Provide safeguards, including warning signs, barricades, temporary 

fences, warning lights, and other similar items that are required for 

protection of all personnel during demolition and removal operations. 

Comply with requirements of Section 01 00 00, GENERAL REQUIREMENTS, 

Article 1.8 PROTECTION OF EXISTING VEGETATION, STRUCTURES, EQUIPMENT, 

UTILITIES AND IMPROVEMENTS.  

C. Maintain fences, barricades, lights, and other similar items around 

exposed excavations until such excavations have been completely filled. 

D. Before beginning any demolition work, the Contractor shall survey the 

site and examine the drawings and specifications to determine the extent 

of the work. The contractor shall take necessary precautions to avoid 

damages to existing items to remain in place, to be reused, or to remain 

the property of the Cemetery; any damaged items shall be repaired or 

replaced as approved by the CONTRACTING OFFICER. The Contractor shall 

coordinate the work of this section with all other work and shall 

construct and maintain shoring, bracing, and supports as required. The 

Contractor shall ensure that structural elements are not overloaded and 

shall be responsible for increasing structural supports or adding new 

supports as may be required as a result of any cutting, removal, or 

demolition work performed under this contract. Do not overload 

structural elements. Provide new supports and reinforcement for existing 
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construction weakened by demolition or removal works. Repairs, 

reinforcement, or structural replacement must have CONTRACTING OFFICER’s 

approval.  

E. The work shall comply with the requirements of Section 01 57 19, 

TEMPORARY ENVIRONMENTAL CONTROLS. 

1.4 UTILITY SERVICES 

A. Demolish and remove utility service lines shown to be removed. 

B. Abandon utility service lines shown to be abandoned. 

C. Remove abandoned utility lines that would interfere with installation of 

new utility lines and new construction. 

1.5 SUBMITTALS 

A. Provide documentation of pre-demolition survey per 1.3D 

B. Provide documentation demonstrating qualifications of column/fence 

deconstruction contractor. 

 

PART 2 - PRODUCTS (NOT USED) 

PART 3 – EXECUTION 

3.1 SITE CLEARING 

A. General:  Remove trees, shrubs, grass, and other vegetation, pavements, 

improvements, or obstructions, as required, to permit installation of 

new construction.  Remove similar items elsewhere on site or premises as 

specifically indicated.  Removal includes digging out and off-site 

disposal of stumps and roots. 

1. Cut minor roots and branches of trees indicated to remain in a clean 

and careful manner where such roots and branches obstruct 

installation of new construction. 

B. Erosion Control: Contractor shall provide erosion control measures to 

prevent erosion or displacement of soils and discharge of soil-bearing 

water runoff or airborne dust to adjacent properties and walkways.  

Contractor shall install silt fence and inlet protection as shown and as 

per requirements of the SWPPP, prior to any soil disturbance activities. 

Provide temporary seeding as required by the SWPPP.  

C. Maintain site controls in accordance with Storm Water Pollution 

Prevention Plan and repair as directed by CONTRACTING OFFICER to sustain 

compliance with NPDES permit. Maintain all records as required by the 

SWPPP. Perform inspections as required by the SWPPP. 

D. Topsoil - On-site: Topsoil is defined as friable clay loam surface soil 

found in a depth of not less than 6 inches.  Satisfactory topsoil is 

reasonably free and/or screened of subsoil, clay lumps, stones, and 

other objects over 1 inch in diameter, and without weeds, roots, and 

other objectionable material. 
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1. Strip topsoil to whatever depths encountered in a manner to prevent 

intermingling with underlying subsoil or other objectionable 

material.  Remove heavy growths of grass from areas before stripping. 

a. Where existing trees are indicated to remain, leave existing 

topsoil in place within drip lines to prevent damage to root 

system. 

2. Stockpile topsoil in storage piles in areas indicated or directed, or 

off-site for later re-use if space constraints require.  Construct 

storage piles to provide free drainage of surface water.  Cover 

storage piles to prevent wind erosion in accordance with the Storm 

Water Pollution Prevention Plan.   

a. Stockpile shall be contained with erosion and sediment controls 

(silt fence) and stabilized if undisturbed in accordance with the 

Storm Water Pollution Prevention Plan. 

3. Dispose of unsuitable or excess topsoil as specified for disposal of 

waste material only after approval of the Architect. 

E. Clearing and Grubbing: Clear site of trees, shrubs, and other 

vegetation, except for those indicated to be left standing. 

1. Completely remove stumps, roots, and other debris protruding through 

ground surface. 

2. Use only hand methods for grubbing inside drip line of trees 

indicated to remain. 

3. Fill depressions caused by clearing and grubbing operations with 

satisfactory soil material, unless further excavation or earthwork is 

indicated. 

a. Place fill material in horizontal layers not exceeding 6 inches 

loose depth, and thoroughly compact each layer to a density equal 

to adjacent original ground. 

F. Removal of Improvements: Remove existing above-grade and below-grade 

improvements as indicated and as necessary to facilitate new 

construction. 

G. Abandonment or removal of certain underground pipe or conduits may be 

indicated on drawings.  Removing abandoned underground piping or 

conduits interfering with construction is included under this Section, 

except as indicated to be abandoned in-place. 

H. Continue maintenance of erosion controls in compliance with the Storm 

Water Pollution Prevention Plan until the work is completed and the 

threat of erosion is gone by either around surface stabilizer or lawn 

“grow-in” is at 85% complete. Temporary erosion control devices shall 

not be removed until the area is certified as being stabilized by the 

Qualified Inspector. 
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3.2 DEMOLITION 

A. Completely demolish and remove structures, including all appurtenances 

related or connected thereto, as noted below: 

1. As required for installation of new utility service lines. 

2. To full depth within an area defined by hypothetical lines located 

1500 mm (5 feet) outside building lines of new structures. 

B. Debris, including brick, concrete, stone, metals and similar materials 

shall become property of Contractor and shall be disposed of by him 

daily, off the Cemetery Property to avoid accumulation at the demolition 

site. Materials that cannot be removed daily shall be stored in areas 

specified by the CONTRACTING OFFICER. Break up concrete slabs below 

grade that do not require removal from present location into pieces not 

exceeding 600 mm (24 inches) square to permit drainage. Contractor shall 

dispose debris in compliance with applicable federal, state or local 

permits, rules and/or regulations. 

C. Remove existing utilities as indicated or uncovered by work and 

terminate in a manner conforming to the nationally recognized code 

covering the specific utility and approved by the CONTRACTING OFFICER. 

When Utility lines are encountered that are not indicated on the 

drawings, the CONTRACTING OFFICER shall be notified prior to further 

work in that area.  

3.3 COLUMN/FENCE DECONSTRUCTION 

 The deconstruction of the fence/columns for re-use shall be performed by 

a qualified masonry contractor. The Contractor shall have a minimum of 5 

years experience with renovation work on historic stone structures. 

3.4 CLEAN-UP 

 On completion of work of this section and after removal of all debris, 

leave site in clean condition satisfactory to CONTRACTING OFFICER. 

Clean-up shall include off the Cemetery Property disposal of all items 

and materials not required to remain property of the Government as well 

as all debris and rubbish resulting from demolition operations. 

- - - E N D - - - 


